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Test Certificate

LADR

Telefon: (04152) 803-255
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Geesthacht, 19.April.2023

(This test was implemented in accordance with the requirements of the evaluation criteria document for plastics and other materials
in contact with drinking water (KTW-BWGL, German Federal Health Department) dated March 2022)

Applicant: WEBAC-Chemie GmbH
Fahrenberg 22

22885 Barsbittel bei Hamburg

Product: WEBAC® 4130
Epoxy resin
Test type: product testing

According to the test report dated April 19, 2023 the test boards Lab.-No. U-23-04515-001
WEBAC® 4130 fulfill the requirements for use in the drinking water sector of the KTW- recommendations for

the following

Temperature range(s)

Application area(s) cold water

warm water

hot water

Pipes ID < 80 mm --

Pipes 80 mm =< ID < 300 mm -

Pipes ID 2 300 mm -

Equipment gear (Fittings), components
in container

sealents, lubricants fulfilled

container, repair system --

if the material is suitable for these in technical terms.

Head of Depdrtment:
(Dr. D. Reinhaydt)

The validity of this report is 5 years from the date of issue and can be extended once for another 5 years.
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(This test was implemented in accordance with the requirements of the evaluation criteria document for plastics and other materials
in contact with drinking water (KTW-BWGL, German Federal Health Department) dated March 2022)

Lab-No.: U-23-04515-001 Analysis: Chemistry TOC

Manufacturer: | WEBAC-Chemie GmbH | Froportion surfacel | g 5 g 5 dm-"
volume:

Type of sample: Epoxy resin Surface of test sample: | 0,519 dm? 0,525 dm?

Sample name: WEBAC® 4130 Volume of test water: 2,597 L 0,1050 L

Test results cold water (23 + 2 °C):

Parameter after 3 days after 6 days after 9 days aKf'tr:\rI;'zqal;l;ements
absorption coefficient <10
,colour* (410nm) 1,1 58 6,9 5
mglL Pt DIN EN ISO 7887
pH value 713 8,13 8,04 DIN 38404 C5
Turbidity <05
FNU e ot 0,22 DIN EN 1SO 7027
I:rl::aet?:x s fosr weak, stable n.c.i. n.c.i. n.c.i.
Threshold odour
number (20 °C) i 1 - 2

<0,5
TOC (ctap) mg/L 0,017 0,008 0,008 DIN EN 1484

n.c.i. = not considerably influenced
conversion factor (Kr) = 0,005 (P4)

Assessment:

The provided test samples of WEBAC® 4130 fulfill the requirements for use in the drinking water sector
according to the valuation basis of the German Federal Health Department dated March 2022 for the
application “sealents, lubricants”. Aromatic amines were qualitatively not detectable.

Head of Department:
(Dr. D. R€inharut)

The validity of this report is 5 years from the date of issue and can be extended once for another 5 years.




